TS \\ MANUEL KOLLU AYAKSIZ SILINDIR MAKINALARI

MANUAL 3 ROLLS PLATE BENDING MACHINES
o

TS 1050x50x1,0

TS 1300x75x1,5

@ TEKNIK OZELLIKLER VE

\. STANDART DONANIM

» Bu mekanik modelimiz genellikle hafif islerde kullaniimak tizere imal
edimistir. Ozellikle 1 mm kaliniga kadar malzemelerin kivriimasi
islerinde kullanilir.

»Uzun Omirli Govdeler

» Alliminyum malzemelerde, Havalandirma Boruleri yapiminda,
Reklam Panolerinda, Makine Kaporta ve Sac Aksami yapiminda ve
daha pek gok benzeri iglerde kullanilir.

» Uygun fiyati ve genis kullanim alant ile 6zellikle kiigik atolyeler
terafindan tercih ecilmektedir.

TECHNICAL
SPECIFICATIONS AND
\\ STANDARD ACCESSORIES

» This mechanical model is designed for light to medium jobs. Itis » Elle agilir Ust top , Kolay ayarlanapilir arka top vidalari
used in jobs up to T mm thickness materials
»Long life cast frames

» Manual Dorp-end

sy setting with comfortable screwheads

» Itis used in Aluminium Bendings, Air Conditioning Channels, for back roll
Advertising Panels and Sheet Metal Covers
»Its ideal price makes it very attractive for small workshops:
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mm mm mm mm mm mm mm kg
TS 1050x50 1050 12 50 4/7/10 1400 300 400 85
TS 1270x50 1270 1.0 50 4/7/10 1600 300 400 105

» Sac kivirma kepasiteleri 24 kg / mm? sac mukavemetine gére verilmistir
» Plate bending capacities are given for 24kg / mm? plate yielding strength




